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TECHNICAL SPECIFICATION 

 
THICK BLEACH 

 

A concentrated, viscous bleach formulation with powerful disinfecting and 
deodorising properties.  

 
Features include: 

 High active chlorine content. 
 Kills 99.9% of all known germs. 
 Highly viscous formulation allows greater contact time with vertical surfaces. 

 May be used to clean toilets, drains, gullies and general cleaning. 
 Surfactants present mean this product is highly effective at grease removal 

unlike standard bleach formulations. 
 Kills odour producing bacteria. 
 Surfactants used are biodegradable and phosphate free. 

 
PROPERTIES:     SPECIFICATION: 

Appearance @ 20oC    Pale yellow, viscous liquid 
pH (neat)      13-14 
Odour       Strong, chlorine  

Specific Gravity @ 20oC    1.066 +/- 0.05 
Flammability      Non-flammable 

 
DIRECTIONS FOR USE: 
 For use in drains, toilets and gullies - Use undiluted and leave for 10 minutes. 

 For general disinfecting dilute at a concentration 1:60. 
 DO NOT MIX WITH OTHER TOILET CLEANERS. 

 
STORAGE: 

Store in original container and protect from extremes of temperature. Do not 
store in direct sunlight nor allow the product to freeze. Shelf life (in unopened 
original container) is a minimum of 18 months. 

 
SAFETY ADVICE: 

Under the new GHS Standard this product is classified as both Corrosive and 
Toxic to aquatic organisms. Please refer to section 2.2 of the Safety Data Sheet 
for more information.  

 
PACK SIZE: 

4X5L case (48 per pallet)    Order Code: DISTHKBLCH-4X5L 
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